Y.S. TECH
YEN SUN TECHNOLOGY CORP.

backward curved & {53, ¢ 133

B Material #1#:

Impeller FSEE: Glass fiber-reinforced polypropylene 3% 438 {E R I%
Electronics housing & 2: Die-casting aluminum B {Zin & &

Motor shell F53E5%: Steel, electro deposited black 553 S 8+

Direction of rotation E#&f) 75 [a]: CW view toward rotor & B A& O 4 IERF &1
Number of blades £ 5 £]: 7

Degree of protection Bfi7KBhEESE4R: IP65

Mode of operating #E{Ef&3X: Continuous operation S1 1= 1R{E S1
Insulation class #B#& % 4R: B

Installation position Z3£75[a): Any {1

The fan air inlet guide entering depth is 2mm
ABBEABEARDRES 2mm
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Technical parameters 3182 &l Performance curves 4 &EH 4R
Model name 17 45 5 QV213341HBL-7A2 PQ === RPM
450 7,000
Rated voltage %8 7€ 25 /B2 (VAC) 230 ~
N 4.00 T
Frequency Rt B HEZR(Hz) 50/60 \ FPeda=="— - 6,000
Current EE}7R(A) 0.95 3.50 \ 000
Speed ##3E(RPM) 6,040 3.00 \ D
<} =
Power ZHEE(W) 108 < 250 - 4000 &
= 1
Max. airflow £ A /8 &8 cfm) 289 i e
, _ _ A 200 L3000 T
Max. airflow &% AJELE (m3h) 492 % Q
. N o' 150 D
Max. static pressure Ex A BF/EE(inAQ) 3.84 - 2,000
Max. static pressure £z A 53 /E(Pa) 960 1.00 \
L 1
Noise 125 (dBA) 743 050 \\ 000
Operating temperature #1ERE (°C) -25~60 0.00 0
Weight Z5(g) 1150 0 50 100 150 200 250 300 350
Speed control 3EFEE T, 0~10VDC/PWM Q_STP/2 & (cfm)
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